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ZERTIFIKAT o CERTIFICATE o

Product Service

Compliance Document
No. D 104339 0043 Rev. 01

Holder of Certificate: Ningbo Sunways Technologies Co.,Ltd.
No. 1,Second Road
Green Industrial Zone
Chongshou Town
315334 Cixi,Ningbo,Zhejiang
PEOPLE'S REPUBLIC OF CHINA

Product: Converter
HYBRID INVERTER

This Compliance document confirms the compliance with the listed standards on a voluntary basis. It
refers only to the sample submitted for testing and certification and does not certify the quality or
safety of the serial products. For details see: www.tuvsud.com/ps-cert

Test report no.: 704092001223-01

Date, 2023-06-20 \w&

( Zhengdong Ma )
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ZERTIFIKAT o CERTIFICATE o

Compliance Document

No. D 104339 0043 Rev. 01

Model(s): STH-4KTL-HT, STH-5KTL-HT, STH-6KTL-HT,
STH-8KTL-HT, STH-10KTL-HT, STH-12KTL-HT,
STH-4KTL-HT-P, STH-5KTL-HT-P, STH-6KTL-HT-P,
STH-8KTL-HT-P, STH-10KTL-HT-P, STH-12KTL-HT-P
Parameters:

Model STH-4KTL-HT STH-5KTL-HT STH-6KTL-HT

PV Port:

Max. Input Voltage 1000 Vd.c.

Max. Input Current 13/13 Ad.c.

Isc PV 18/18 Ad.c.

MPPT Voltage Range 150-850 Vd.c. [ 200-850 Vvd.c.

Battery Port:

Battery Voltage Range 140-750 Vd.c.

Battery Max. charge/discharge Current 25/25 Ad.c.

Battery Type Li-lon

A.C. Input Port:

Input Nominal Voltage 3/N/PE~ 380/400V

Input Nominal Frequency 50/60 Hz

Input Max. Current 11.6 Aa.c. 14.5 Aa.c. 17.4 Aa.c.

A.C. Output Port:

Output Rated Power 4000 W 5000 W 6000 W

Output Rated Apparent Power 4000 VA 5000 VA 6000 VA

Output Max. Apparent Power 4400 VA 5500 VA 6600 VA

Output Max. Current 6.7 Aa.c. 8.3 Aa.c. 10 Aa.c.

Output Rated Current 5.8 Aa.c. 7.3 Aa.c. 8.7 Aa.c.

Output Nominal Voltage 3/N/PE~ 380/400V

Output Nominal Frequency 50/60 Hz

Power Factor 0.8 leading ...0.8 lagging

Back-up Output Port:

Back-up Output Nominal Voltage 3/N/PE~ 380/400V

Back-up Output Nominal Frequency 50/60 Hz

Back-up Output Rated Power 4000 W 5000 W 6000 W

Back-up Output Rated Apparent Power 4000 VA 5000 VA 6000 VA

Back-up Output Max. Apparent Power 4400 VA 5500 VA 6600 VA

Others

Operating Temperature Range -30...+60°C

Enclosure: Protection Class IP65

Operating Altitude 3000 m

Communication WiFi / LAN(Optional)

Inverter Topology Non-isolated
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o Model [ STH-8KTL-HT | STH-10KTL-HT | STH-12KTL-HT
o PV Port:
< Max. Input Voltage 1000 Vd.c.
) Max. Input Current 13/13 Ad.c.
— Isc PV 18/18 Ad.c.
Ll MPPT Voltage Range 200-850 Vd.c.
- Battery Port:
IE Battery Voltage Range 140-750 Vd.c.
wd Battery Max. charge/discharge Current 25/25 Ad.c.
(L) Battery Type Li-lon
A.C. Input Port:
< Input Nominal Voltage 3/N/PE~ 380/400V
Input Nominal Frequency 50/60 Hz
- Input Max. Current 232 Aa.c. 23.9 Aa.c. 23.9 Aa.c.
: Input Max. Apparent Power 16000 VA 16500 VA 16500 VA
A.C. Output Port:
> Output Rated Power 8000 W 10000 W 12000 W
.e. Output Rated Apparent Power 8000 VA 10000 VA 12000 VA
< Output Max. Apparent Power 8800 VA 11000 VA 13200 VA
- Output Max. Current 13.3 Aa.c. 16.5 Aa.c. 20 Aa.c.
o Output Rated Current 11.6 Aa.c. 14.5 Aa.c. 17.4 Aa.c.
T Output Nominal Voltage 3/N/PE~ 380/400V
(X Output Nominal Frequency 50/60 Hz
Power Factor 0.8 leading ...0.8 lagging
< Back-up Output Port
Back-up Output Nominal Voltage 3/N/PE~ 380/400V
{Hﬂﬂ] Back-up Output Nominal Frequency 50/60 Hz
o Back-up Output Rated Power 8000 W 10000 W 12000 W
Back-up Output Rated Apparent Power 8000 VA 10000 VA 12000 VA
i Back-up Output Max. Apparent Power 8800 VA 11000 VA 13200 VA
Others
Operating Temperature Range -30...+60°C
’ Enclosure: Protection Class IP65
Operating Altitude 3000 m
L Communication WiFi / LAN(Optional)
: Inverter Topology Non-isolated
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o Model STH-4KTL-HT-P STH-5KTL-HT-P STH-6KTL-HT-P
(=] PV Port:
<L Max. Input Voltage 1000 Vd.c.
Q Max. Input Current 16/16Ad.c.
: Isc PV 18/18 Ad.c.
— MPPT Voltage Range 150-850 Vd.c. | 200-850 Vd.c.
= Battery Port:
oc Battery Voltage Range 140-750 Vd.c.
(S5 Battery Max. charge/discharge Current 25/25 Ad.c.
(&) Battery Type Li-lon
‘ A.C. Input Port:
Input Nominal Voltage 3/N/PE~ 380/400V
: Input Nominal Frequency 50/60 Hz
N Input Max. Current 11.6 Aa.c. 14.5 Aa.c. 17.4 Aa.c.
s Input Max. Apparent Power 8000 VA 10000 VA 12000 VA
'e- A.C. Output Port:
o Output Rated Power 4000 W 5000 W 6000 W
E Output Rated Apparent Power 4000 VA 5000 VA 6000 VA
Ll Output Max. Apparent Power 4400 VA 5500 VA 6600 VA
o Output Max. Current 6.7 Aa.c. 8.3 Aa.c. 10 Aa.c.
< Output Rated Current 5.8 Aa.c. 7.3 Aa.c. 8.7 Aa.c.
Output Nominal Voltage 3/N/PE~ 380/400V
{Hﬂm Output Nominal Frequency 50/60 Hz
o Power Factor 0.8 leading ...0.8 lagging
9 Back-up Output Port:
Back-up Output Nominal Voltage 3/N/PE~ 380/400V
Back-up Output Nominal Frequency 50/60 Hz
’ Back-up Output Rated Power 4000 W 5000 W 6000 W
L Back-up Output Rated Apparent Power 4000 VA 5000 VA 6000 VA
: Back-up Output Max. Apparent Power 4400 VA 5500 VA 6600 VA
(X Others
— Operating Temperature Range -30...+60°C
t Enclosure: Protection Class IP65
— Operating Altitude 3000 m
o= Communication WiFi / LAN(Optional)
Ll Inverter Topology Non-isolated
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o Model [ STH-8KTL-HT-P | STH-10KTL-HT-P | STH-12KTL-HT-P
o PV Port:
< Max. Input Voltage 1000 Vd.c.
) Max. Input Current 16/16 Ad.c.
— Isc PV 18/18 Ad.c.
Ll MPPT Voltage Range 200-850 Vd.c.
|: Battery Port:
o Battery Voltage Range 140-750 Vd.c.
wd Battery Max. charge/discharge Current 25/25 Ad.c.
(L) Battery Type Li-lon

A.C. Input Port:
< Input Nominal Voltage 3/N/PE~ 380/400V

Input Nominal Frequency 50/60 Hz
- Input Max. Current 23.2 Aa.c. 23.9 Aa.c. 23.9 Aa.c.
< Input Max. Apparent Power 16000 VA 16500 VA 16500 VA
b A.C. Output Port:
> Output Rated Power 8000 W 10000 W 12000 W
.e. Output Rated Apparent Power 8000 VA 10000 VA 12000 VA
< Output Max. Apparent Power 8800 VA 11000 VA 13200 VA
- Output Max. Current 13.3 Aa.c. 16.5 Aa.c. 20 Aa.c.
o Output Rated Current 11.6 Aa.c. 14.5 Aa.c. 17.4 Aa.c.
T Output Nominal Voltage 3/N/PE~ 380/400V
(X Output Nominal Frequency 50/60 Hz

Power Factor 0.8 leading ...0.8 lagging
< Back-up Output Port

Back-up Output Nominal Voltage 3/N/PE~ 380/400V
{Hﬂﬂ] Back-up Output Nominal Frequency 50/60 Hz
o Back-up Output Rated Power 8000 W 10000 W 12000 W
Al Back-up Output Rated Apparent Power 8000 VA 10000 VA 12000 VA
fifl(lﬂé Back-up Output Max. Apparent Power 8800 VA 11000 VA 13200 VA
l“’E'! Others

Operating Temperature Range -30...+60°C

Enclosure: Protection Class IP65

Operating Altitude 3000 m

Communication WiFi / LAN(Optional)

Inverter Topology Non-isolated

Tested EN 50549-1:2019/AC:2019

according to:
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 TÜV SÜD Product Service GmbH 
 Certification Body 
 Ridlerstraße 65 
 80339 Munich 
 Germany 
 
 TÜV SÜD America Inc. 
 401 Edgewater Place Suite #500 
 Wakefield, MA 01880 USA 
 
 TÜV SÜD PSB Pte Ltd 
 15 International Business Park 
 TÜV SÜD @ IBP 
 Singapore 609937 
 
 TUV SUD BABT 
 Octagon House 
 Concorde Way 
 Fareham 
 Hampshire 
 PO15 5RL 
 United Kingdom 
 
 TÜV SÜD Certification and Testing (China) Co. Ltd. 
 No. 10 Huaxia Rd.(m) 
 Xishan District 
 Wuxi 
 Jiangsu 
 P.R.China 
 
 TÜV SÜD DO BRASIL SFDK 
 Rua do Tesouro, 23 - 17° andar 
 São Paulo - SP 
 01013-020 
 Brasil
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




