


Overview

Bluetooth -WiFi mode switching methods

Sunways Setup APP is a mobile application that communicates 

with hybrid inverters over Bluetooth and allows you to monitor real-

Scan the QR code to download and install the app.

Part 3  WiFi 2.0 Module Configuration Guide

WiFi 2.0 is a new generation of WiFi monitoring module from Sunways, with two 

modes: Bluetooth and WiFi. The default mode is Bluetooth after hybrid inverter is 

connected to WiFi 2.0.

There are two ways to switch between Bluetooth and WiFi mode. One is to switch 

quickly by pressing and holding button for 3 seconds when it is on the home page. 

The other is as follows:

Plug the WIFl,LAN,4G or GPRS module into the COM1 port in the bottom of inverterA 
slight "click" sound during the installation represents that the assembly is in place.

1. Turn on the AC breaker first (close the AC circuit breaker)

2. Turn the DC switch in the inverter bottom to the“ON”position.

3. Turn on the lithium battery switch.

4. The inverter will start to check the DC and AC input parameters and 

self-check.and if everything is normal, the inverter will start to work according to 

the workmode which you set on the App. The inverter display and indicators will 

showrelative parameters and status.

If DHCP is disabled on the router, the LAN version module will need to be config-
uredon inverter screen.

1. Find the“General Settings” by short pressing the button on the inverter screen.2. 
Enter the“General Settings” by long pressing the button on the inverter screen.3. 
Find“DHCP set”by short pressing the button, then turn off DHCP function by 
shortpressing and long pressing the button on the inverter screen.4. Then set 
the“IP Address”,“Gateway Address”,“Subnet Mask”and“DNS Addressby short 
pressing and long pressing the button on the inverter screen.

The WiFi version module needs to be configured to the router for the first installationIf the 
router name or password are changed, the WiFi dongle will need to be reconfiguredFor 
details, please refer to the (WiFi module configuration guide] which is below to this document.

 If DHCP is enabled on the router, the LAN version module does not need to be configured.Oth-
erwise. please refer to the LAN module configuration guidel which is below to this document
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Part 2  LAN Module Configuration Guide

time status and configure parameters.

Prepare a laptop, tablet 
or smart phone and 
turn on the wireless 
network function on 
the device.

Searching for the corre -
sponding WLAN in the 
WLAN connection list 
“Sunways-WiFi********”
(“*”represents digital), 
and tap connect.

The system information interface will automatically 
pop up；If not, manually open the browser and enter 
10.10.100.254.
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Click and select the 
corresponding router 
network you want to 
configure.

Input the password of 
wireless network，(note 
the case difference)，
Tap“Connect”.

If connected successfully 
“Connection succeed -
ed”will displayed. After 
successful configure, 
the indicator status of 
WIFI 2.0 module will be 
steady on. 

5 6 7Tap“Scan”，A list of 
WiFi network names 
pop up.
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CT and Meter connection Start the lnverter

LAN module configuration guide

Monitoring device installation

Please wait for 10 seconds and the inverter will automatically save 
yoursettings or modifications.

General
Settings

System Info

Fault info

RSSI

LAN Reset DHCP Set

Setting Setting Setting Setting Setting

IP Address Gateway
Address DNS AddressSubnet Mask

DHCP ON

Short press(1s),switch window

Long press(3s),enter the lower Menu

Short press(1s),switch window

Long press(3s)enter the lower Menu

No need to press, just wait

Genera
Settings

System Info Fault Info
Module

WorkMode

Module
WorkMode
ESP-BLE

Setting Setting

Module
WorkMode
ESP-WiFi

Main Window

CT A connected to L1
CT B connected to L2
CT C connected to L3

Sunways Meter A

NO. Definition Function

L1/L2/L3/N connect to grid to
detect power grid voltage

Connect CT to detect current

L1/L2/L3/N connect to grid to
detect power grid voltage

Connect CT to detect current

Power supplied from grid

Communicate with inverterCommunicate with inverter

NO. Definition Function

Sunways Meter B


