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10 % Monitoring Device Installation

Plug the WIFI, LAN, 4G or GPRS module into the COM1 port in the bottom of inverter.
Aslight "click" sound during the installation represents that the assembly is in place.

(D The WiFi version module needs to be configured to the router for the first installation.

If the router name or password are changed, the WiFi dongle will need to be reconfigured.

ﬁ For details, please refer to the [WiFi module configuration guide] which is below to this document.

Note @ If DHCP is enabled on the router, the LAN version module does not need to be configured.

Otherwise, please refer to the [LAN module configuration guide] which is below to this document.

11 P start the Inverter

1.Turn on the AC breaker first (close the AC circuit breaker).

2Turn on the DC switch in the bottom. If the PV string voltage higher than the inverter
start-up voltage, the inverter will start.

3.When both AC and DC power supply are normal, the inverter is ready to start. The
inverter will initiate checking its internal parameters and grid parameters, if it is within
the range, the green light on the left side of the screen begins to flash, and the “Waiting’
message will be displayed on the OLED display.

4 After self-checking completed, the inverter will start generating electricity, the green |
ight will remain on, and the OLED display will display real-time power information.

Part 2 LAN Module Configuration Guide

01" AN module configuration guide

If DHCP is disabled on the router, the LAN version module will need to be configured
on inverter screen.

1.Find the “General Settings” by short pressing the button on the inverter screen.

2. Enterthe “General Settings” by long pressing the button on the inverter screen.
3.Find “DHCP set” by short pressing the button, then turn off DHCP function by short
pressing and long pressing the button on the inverter screen.

4.Then setthe “IP Address” , “Gateway Address” , “SubnetMask” and “DNSAddress”
by short pressing and long pressing the button on the inverter screen.

Settings
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v Please wait for 10 seconds and the inverter will automatically save your
Fault Info settings or modifications.
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Part 3 WiFi 2.0 Module Configuration Guide 04 Configuration

@ Prepare a laptop, tablet €) Searching for the corre- €) The system information interface will automatically
or smart phone and sponding WLAN in the pop up; If not, manually open the browser and enter
turn on the wireless WLAN connection list” 10.10.100.254.
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network function on Sunways-WiFi

010 overview

WiFi 2.0 is a new generation of WiFi monitoring module from Sunways, with two
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@ Tap “Scan” , Alist of @Click and select the @ Input the password of @ If connected successfully
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o3 Sunways Setup App Download Method

time status and configure parameters.

Scan the QR code to download and install the app.



